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              a

 PN 35 bar -20°C – +100°C air a.o. 7,2 ISO 228/DIN 2999/DIN 13 1100 L/min yes 1-way Eur. Standard world-wide 10

Couplings with male thread

Thread               
  22 38 27 7 70       
  22 40 27 9 73       
  22 41 27 9 76       
  24 41 27 10 87       
    22 40 27 9 75       
    22 40 27 9 75       
    22 40 27 10 78       

Male thread sealing with PVC-packing rings type HPD (¡ catalogue page 25)

Couplings with male thread (tapered), Loctite-laminated

Thread            
  22 42 27 11 76     
  22 44 27 12 79     
  22 45 27 15 96     

Couplings with female thread

Thread               
  22 39 27 9 90       
  22 41 27 10.5 92       
  22 41 27 10.5 85       
  24 42.5 27 12 87       
  32 42.5 34 13 110       
    22 41.5 27 11 90       
    22 41.5 27 11 84       
    22 41.5 27 12 80       

Couplings with hose stem

               
6 mm 55 27 25 64 ESN 6 T  ES 6 T 

8 mm 55 27 25 67 ESN 8 T  ES 8 T 

9 mm 55 27 25 68 ESN 9 T  ES 9 T 

10 mm 58 27 28 70     
10 mm 55 27 25 70 ESN 10 T  ES 10 T 

13 mm 58 27 28 75     
13 mm 55 27 25 75 ESN 13 T  ES 13 T 

For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

            

Standard Quick-Disconnect Couplings

         
           
      
             

Materials

          
      
      
              

Q U I C K - D I S C O N N E C T  C O U P L I N G S 

Series ES one-way shut-off
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Couplings with squeeze nut

               
    22 44 27  73       
    22 44 27  78       
    22 48 27  83       
    22 48 27  85       

Couplings with squeeze nut and spring guard

               
    22 130 27  85       
    22 130 27  88     
    22 130 27  90       

    22 130 27  95     
    22 140 27  120       
    22 140 27  130     
    22 140 27  141       

Bulkhead couplings

       nut

                
6 mm 22 62 27 17 M 12 x 1 14 17  4    
8 mm 22 62 27 17 M 12 x 1 14 17  4    
10 mm 22 70 27 25 M 14 x 1 14 19  4    
For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

Extra charge for coupling´s sealing ring of :    
       
Special executions (¡ catalogue page 181) on request.

Standard Quick-Disconnect Couplings

Q U I C K - D I S C O N N E C T  C O U P L I N G S 

  

one-way shut-off Series ES
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Standard Quick-Disconnect Couplings

Q U I C K - D I S C O N N E C T  C O U P L I N G S

Plugs with male thread

Thread               
  13 31 7 20 MS 58 17       
  17 33 9 20 MS 58 21       
  19 33 9 20 MS 58 26       
  24 35 10 20 MS 58 41       
    17 33 9 20 MS 58 26     
    19 33 9 20 MS 58 32     
    22 34 10 20 MS 58 36     
  13 31 7 20 steel 15     
  17 33 9 20 steel 19     
  19 33 9 20 steel 24     
  24 36 10 20 steel 39     

Male thread sealing with PVC-packing rings type HPD (¡ catalogue page 25)

Plugs with female thread

Thread                
  13 31 9 20 MS 58 16       
  17 33 10 20 MS 58 24       
  19 33 10 20 MS 58 23       
  24 35 12 20 MS 58 38       
    17 33 11 20 MS 58 25     
    19 33 11 20 MS 58 36     
    22 35 12 20 MS 58 43     
  13 31 9 20 steel 15     
  17 33 10 20 steel 22     
  19 33 10 20 steel 21     
  24 35 12 20 steel 35     

Plugs with hose stem

  l               
4 mm 44 12 22,5 20 MS 58 10 ESN 4 S  ES 4 S 

6 mm 44 12 24 20 MS 58 14 ESN 6 S  ES 6 S 

8 mm 44 12 24 20 MS 58 18 ESN 8 S  ES 8 S 

9 mm 44 12 24 20 MS 58 17 ESN 9 S  ES 9 S 

10 mm 47 12 26 20 MS 58 21     
10 mm 44 12 23 20 MS 58 19 ESN 10 S  ES 10 S 

13 mm 47 15 26 20 MS 58 26     
13 mm 44 15 23 20 MS 58 24 ESN 13 S  ES 13 S 

6 mm 44 12 24 20 steel 13   ES 6 SS 

8 mm 44 12 24 20 steel 18   ES 8 SS 

9 mm 44 12 24 20 steel 16   ES 9 SS 

13 mm 44 15 23 20 steel 26   ES 13 SS 

For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

            

  

Series ES one-way shut-off
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12 mm

Plugs with squeeze nut

               
    - 34 20 MS 58 18       
    - 34 20 MS 58 19       
    17 43 20 MS 58 38       
    17 43 20 MS 58 36       

Plugs with squeeze nut and spring guard

               
    - 115 20 MS 58 30       
    17 115 20 MS 58 34     
    - 115 20 MS 58 37       

    17 115 20 MS 58 48     
    17 132 20 MS 58 83       
    17 132 20 MS 58 84     
    17 132 20 MS 58 86       

Bulkhead plugs

       nut

                
6 mm 14 56 17 17 M 12 x 1 14 17  4    
8 mm 17 56 17 17 M 12 x 1 14 17  4    
10 mm 17 56 17 17 M 14 x 1 14 19  4    
For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

Special executions on request.

Standard Quick-Disconnect Couplings

Q U I C K - D I S C O N N E C T  C O U P L I N G S

  

Check valves for all plug types to avoid the  

“whip-lash-effect” during disconnection by controlled  

automatic air-relief of the hose line available on request!

one-way shut-off Series ES
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Distributors for Quick-Disconnect Couplings
         

3-Way-Distributors with female thread

       a Type No. 

     15 46 26 93 5  
     19 50 27.5 100 5  

3-Way-Distributors with quick disconnect couplings DN 7,2 assembled

       a Type No. 

   2 x ES 38 A 7.2 67 26 241 1   
   2 x ES 12 A 7.2 69 27.5 275 1   

4-Way-Distributors with female thread

       a Type No. 

     15 61 26 191 5  
     19 59.5 27.5 170 5  

4-Way-Distributors with quick disconnect couplings DN 7,2 assembled

       a Type No. 

   3 x ES 38 A 7.2 92 26 417 1   
   3 x ES 12 A 7.2 91 27.5 435 1   

Standard Quick-Disconnect Couplings
Series ES with angle hose stem, one-way shut-off

Couplings with hose stem 45°

         
6 mm 44 27 27 100 ES 6 T-45 

9 mm 44 27 27 100 ES 9 T-45 

13 mm 44 27 30 110 ES 13 T-45 

For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

Couplings with hose stem 90°

         
6 mm 44 27 26 105 ES 6 T-90 

9 mm 44 27 26 105 ES 9 T-90 

13 mm 44 27 28 115 ES 13 T-90 

For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

Angle-Thread Couplings available on request.

Distribution Blocks of aluminium und stainless steel (¡ catalogue page 125)

 DN 7.2 
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Standard Quick-Disconnect Couplings

         ¡  
           

 with water or other liquids

with free passage (without valve) Series ES

              a

 PN 35 bar -20°C – +100°C liquids 7,2 ISO 228 1500 L/min yes no Eur.Standard world-wide 10

Couplings with male thread

Thread               
  22 40 27 9 73        
  22 41 27 9 76        
  24 41 27 10 87        

Male thread sealing with PVC-packing rings type HPD (¡ catalogue page 25)

Couplings with female thread

Thread               
  22 41 27 10,5 92       
  22 41 27 10,5 85       
  24 42.5 27 12 87       

Couplings with hose stem

                
6 mm 55 27 25 64       
9 mm 55 27 25 68       
13 mm 55 27 25 75       
For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52) 

or crimping ferrules type LPH (¡ catalogue page 55)
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Series ES two-way shut off

      
             
               
connected with standard couplings DN 7.2!

             
switchboard cooling etc

Materials

        
      
 

      

Standard Quick-Disconnect Couplings

             a

 PN 35 bar -20°C – +100°C divers 7,2 ISO228 / DIN 13 EU Standard 800 L/min yes 2-way worldwide  10

Couplings with male Thread

Thread         
  22 40 27 9 73   
  22 41 27 9 76   
  24 41 27 10 87  
    22 40 27 9 78   
    22 41 27 10 82   

Male thread sealing with PVC-packing rings type HPD (¡ catalogue page 25)

Couplings with female Thread

Thread         
  22 41 27 10.5 92   
  22 41 27 10.5 85   
  24 42.5 27 12 87   
    22 41.5 27 11 85   
    22 42.5 27 12 86   

Couplings with hose stem

           
6 mm  55 27 25 64   
9 mm  55 27 25 68   
13 mm  55 27 25 75   
For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

 DN 7.2 

168



l

l

l

12 mm

Standard Quick-Disconnect Couplings
two-way shut-off Series ES

Q U I C K - D I S C O N N E C T  C O U P L I N G S

Plugs with male thread

Thread           
  22 43 9  20  45    
  22 44 10  20  48    
  24 44 10  20  60    
    22 43 9  20   46    
    22 44 10  20  47    

Male thread sealing with PVC-packing rings type HPD (¡ catalogue page 25)

Plugs with female thread

Thread           
  22 44 10.5 20 64    
  22 44 10.5 20 57    
  24 44.5 12  20 62    
    22 43.5 11  20  60    
    22 44.5 12  20 60     

Plugs with hose stem

            
6 mm 22 58 25 20 34   
9 mm 22 58 25 20 38   
13 mm 24 58 25 20 44   
For hose clips type HS (¡ catalogue page 53 / 54), type ZOS (¡ catalogue page 52)

or crimping ferrules type LPH (¡ catalogue page 55)

Further dimensions on request!
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Flow-Capacity Diagram
 

one-way shut-off
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Port capacity (Nm3/h) (0°C, 1013.25 mbar)

Quick-Disconnect Couplings

              a

 PN 35 bar -20°C – +100°C air etc.  7,2+7,8 ISO 228/DIN ISO 2999 1100/1800 L/min yes 1-way Eur.Standard world-wide 10/5

Couplings with male thread

Thread         a Type No. 

  22 40 27 9 7,2 73 10   
  19 60 23 11 7,8 98 5   

Couplings with female thread

Thread         a Type No. 

  22 40 27 9 7,2 94 10   

Couplings with hose stem

           a Type No. 

  9 mm 19 73 23 25 7,8 98 5   
13 mm without 55 27 25 7,2 77 10 ES 13 TS 

For hose clips type HS (¡ catalogue page 53 /54), type ZOS (¡ catalogue page 52) 

or crimping ferrules type LPH (¡ catalogue page 55)

Special executions on request.

            
 DN 7.2 and screwing a lock nut for DN 7.8

                 
 or by opening the lock nut for DN 7,8

         ¡     
 and DN 7.8 (¡ catalogue page 171)

              

 DN 7.2 

 DN 7.8 

Series ES and Series ESI with disconnect protection – one-way shut off
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